use the setting tools to set the work mode. (\Demon(En)\too\NOMMI SETUP

TOOLS.exe)

Settings

Character Delay (100ms) l3
[V Sound On |V RFID CR

Get Settings From Device

v Nag Card Auto—r&ud Save Settings to file

[V RFID Auto—Read

RFID Auto—Read Settings | -Magnetic card Auto—Read Settings
(¢ UID Auto-Read | Dec Output enable [V Trackl TREI TRE2 TRK3
T = | I
Memory Auto-Read (Hex ;]ata Values) V Track? g5 [% : |+
Start Read Address: |0000
[V Track3 ES: I‘? I? I?
Blocks to Read: I,:,U,:,l
: : [~ Output (CR) flag at the end of
Reading Password: IFFFFFFFFFFFF

[— COutpnut "R) flag at the en f the track?
Out Length: I32 [7 Key Diversify T Output (CR) flag N e

& v Dutput (CR) flag at the end of the package

[~ RFID SS: | |~ RFID ES: | |
i

Information: I
Set Device l Set Default EXIT [

Two working modes:

l.auto output: don't use any software. just swipe the magnetic card or put
rf-card to the induction fields, data will show at the mouse cursor.
2.shut down the "Mag Card Auto-read" and "RFID Auto-Read" click “Set

device” ,open the software, if showed succeed means the device and computer

have connected.
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